A
Washington State
'7’ Department of Transportation

Paint Inspection Report

Bridge Number Bridge Name

Date

Inspector

Co-Inspector

Bridge Type

Length

Tonnage

Color (Field)

Paint System (Card)

O Good [J

General Paint Category

OFair O

Seam Breakdown

Surface Rust

Section Loss

Dirt, Pigeon Guano, Misc.

Special Condition Affecting Paint

Cleaning

Degree of Sandblasting Required

Adhesion

Flushing Required

[J Al Steel [ All Steel Below 10' Above Deck [ Pier Caps Around Bearing Devices

Other Flushing

Special Cleaning

Remarks
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Paint Inspection Report - Scope of Work
Check the Items Existing On or Near the Bridge and Comment

[J 1. conduits

[J 2. Junction Boxes

[J 3. Railing: [JAluminum [JSteel []Other

4. Highway Signs and Supports

5. Light Fixtures and Supports

6. Expansion Dams

7. Ladders [] 8. Platforms  [] 9. Walkways

10. Fences

11. Power lines

12. Other Utilities

13. Guide Rails  [] 14. Maintenance Travelers

15. Drain Downspouts

16. Navigation Lights [ 17. Aircraft Beacons

18. Bearing Devices on Concrete

Approach Spans

19. Bearing Devices on Timber

Approach Spans

20. Traffic Control Devices

21. Railroad

oooogoo OO oO0ooo0o oo

22. Movable Bridge:

[Ja. Control House - Exterior [Jf. Lift Cable Anchorages
[ b. Control House - Interior [Jg. Lift Cables
[J c. Exposed Machinery Housing [Jh. Lubricated Machinery Surfaces
[Jd. Gear Racks [Ji. Inside Surfaces of Sheave Hoods & Sheave Grooves
[dJe. Sheaves [Jj. Other
[J 23. other

[J 24. Environment

Remarks
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